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Disposal Requirements
The batteries supplied with the controller are marked with this symbol.

This means that the batteries shall not be mixed with unsorted household waste.

If a chemical symbol is printed beneath the symbol, this chemical symbol means that
the battery contains a heavy metal above a certain concentration.

Possible chemical symbols are:
n Pb: lead (>0,004%)

Waste batteries must be treated at a specialized treatment facility for re-use. By ensuring correct
disposal, you will help to prevent potential negative consequences for the environment and human
health. Please contact your local authority for more information.

Battery

1) Type: AAA.R03
2) Quantity: 2 pieces
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Elemek

Hulladékkezelési előírások

1)	 Típus: AAA.R03
2)	 Mennyiség: 2 darab

A szabályzóhoz tartozó elemek ezzel a jelzéssel vannak ellátva.
Ez azt jelenti, hogy az elemek nem dobhatók a háztartási hulladékba.
Ha a jelzés alatt egy vegyi szimbólum is látható, ez azt jelenti, hogy az elem egy bizonyos 
megadott koncentráció fölötti mennyiségben nehézfémet tartalmaz.
Lehetséges vegyi szimbólumok:
n Pb: ólom (>0,004%)

Az elhasznált elemeket speciális hulladékkezelési telephelyen kell leadni. A termék hulladékként való 
kezelésének helyes módjával segít megakadályozni a környezetre és emberi egészségre gyakorolt káros 
hatásokat. További részletekért vegye fel a kapcsolatot viszonteladójával.
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NO KEY FUNCTION

1. MODE Select operating Modes control (Cool/ Heat/ Auto/ Dry/ Fan)

2. TURBO Activate/deactivate Turbo function

3. SWING Activate/deactivate Swing control
Hold Key to change Swing Mode

4. QUIET Activate/deactivate Quiet function

5. SET TEMP UP Increase set temperature in °C or °F

6. SET TEMP DOWN Decrease set temperature in °C or °F

7. SLEEP Activate/deactivate Sleep function

8. OFF TIMER Enable/disable the Event 1 and 2 OFF TIMER setting mode

9. ON TIMER Enable/disable the Event 1 and 2 ON TIMER setting mode

10. DELAY TIMER Activate/deactivate delay timer

11. FAN Select Fan speeds control (Auto/ High/ Med/ Low)

12. ON/OFF On/Off the unit with overriding all the timer settings

13. REAL TIME CLOCK (RTC) Enable/disable the Real Time Clock (RTC) setting mode

NOTE:
Turbo and quiet function are for selected models only.
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ARCWB Controller Indication
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Nem Gomb Funkció

1. MODE (ÜZEMMÓD) Üzemmód szabályozás kiválasztása (hűtés/fűtés/auto/szárítás/ventilátor)

2. TURBO (TURBÓ) A Turbó funkció kikapcsolása/bekapcsolása

3. SWING A Swing szabályozás kikapcsolása/bekapcsolása. A Swing mód váltásához tartsa lenyomva a gombot

4. QUIET (CSENDES) A Csendes üzemmód funkció kikapcsolása/bekapcsolása

5. HŐMÉRSÉKLET NÖVELÉSE A beállított hőmérséklet növelése °C vagy °F értékben

6. HŐMÉRSÉKLET CSÖKKENTÉSE A beállított hőmérséklet csökkentése °C vagy °F értékben

7. SLEEP (ALVÓ) Az Alvó üzemmód funkció kikapcsolása/bekapcsolása

8. TIMER OFF (KIKAPCSOLÁS IDŐZÍTŐ) Az 1. és 2. KIKAPCSOLÁS IDŐZÍTŐ beállítás kikapcsolása/bekapcsolása

9. TIMER ON (BEKAPCSOLÁS IDŐZÍTŐ) Az 1. és 2. BEKAPCSOLÁS IDŐZÍTŐ beállítás kikapcsolása/bekapcsolása

10. DELAY TIMER (KÉSLELTETÉS IDŐZÍTŐ) A késleltetés időzítő bekapcsolása/kikapcsolása

11. FAN (VENTILÁTOR) A ventilátorsebesség szabályozásának kiválasztása (auto/magas/közepes/alacsony)

12. ON/OFF (BE/KI) Az egység ki/bekapcsolása az időzítő beállítások felülírásával

13. IDŐ BEÁLLÍTÁSA (RTC) Az idő beállítási (RTC) üzemmód kikapcsolása/bekapcsolása

Megjegyzés:
A turbó és csendes funkciók csak bizonyos modelleken érvényesek.
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1.1	 MODE (ÜZEMMÓD) gomb
Az ÜZEMMÓD gomb megnyomásával válthat a COOL (HŰTÉS), HEAT* (FŰTÉS), AUTO*, DRY (SZÁRÍTÁS)*, 
FAN (VENTILÁTOR) üzemmódok között. A kijelzőn ellenrőizze, hogy mely üzemmódra van állítva. *A FŰTÉS, 
AUTO és SZÁRÍTÁS üzemmódok csak bizonyos modelleken elérhetők.

1.2	 TURBO ventilátorsebesség
	 A TURBO gomb megnyomásával bekapcsolhatja a turbó ventilátorsebességet. A turbó szimbólum jelenik 

meg. A Turbo ventilátorsebesség kikapcsolásához a korábbi ventilátorsebességre való visszatéréshez 
nyomja meg a Turbo gombot újra. Ha a FAN (VENTILÁTOR) vagy  QUIET (CSENDES) gombot megnyomja, 
a turbó sebesség kikapcsol. Ez a sebesség csak bizonyos modelleken, COOL (HŰTÉS) és HEAT (FŰTÉS) 
módokban érhető el.

1.3	 Automatikus légmozgatás
•	 Az automatikus légmozgatás funkció bekapcsolásához nyomja meg a SWING 
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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 gombot és várjon, amíg a lamella 
a kívánt irányba mozdul, ekkor nyomja meg a gombot újra.

Légmozgatásos üzemmód kiválasztása (E. kazettás egységhez) 
•	 Nyomja le a SWING (
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1

•
•

•

•

•

•

OPERATING INSTRUCTION

O
rig

in
al

 In
st

ru
ct

io
n

1-OM-SLM9-0312(0)SIESTA-EN.indd   1 5/10/12   3:16:59 PM

) gombot 4 másodpercig a beállítási mód bekapcsolásához. Beállítási módban csak 
a SWING MÓD (

EN
G

LIS
H

1

1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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•	 3 eltérő SWING MÓD lehetséges: 
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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A SWING MÓD csak a SWING gomb megnyomása után aktiválható. A Swing módot a logo jelzi: 
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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) működik.

1.4	 CSENDES ventilátorműködés
	 A QUIET (CSENDES) gomb megnyomásával bekapcsolhatja a csendes ventilátorműködést. A QUIET 

(CSENDES) szimbólum jelenik meg. A Csendes ventilátorműködés kikapcsolásához és a korábbi 
ventilátorsebességre való visszatéréshez nyomja meg a QUIET (CSENDES) gombot újra. Ha a FAN 
(VENTILÁTOR) vagy TURBO (TURBÓ) gombot megnyomja, a turbó sebesség kikapcsol. Ez a sebesség csak 
bizonyos modelleken, COOL (HŰTÉS) és HEAT (FŰTÉS) módokban érhető el.

1.5	 “
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1

•
•

•

•

•

•

OPERATING INSTRUCTION

O
rig

in
al

 In
st

ru
ct

io
n

1-OM-SLM9-0312(0)SIESTA-EN.indd   1 5/10/12   3:16:59 PM

” hőmérséklet beállítása gomb
	 Nyomja meg a hőmérséklet gombot és állítsa be a kívánt hőmérsékletet a “
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1
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1.1 MODE Button
 Press the MODE button to switch operation from COOL, HEAT*, AUTO*, DRY*, FAN. Check the 
display to see in which mode the control is set. *HEAT, AUTO and DRY are available for selected 
models only.

1.2 TURBO Fan Speed
 Press the TURBO key once to activate Turbo fan speed. Turbo symbol will be shown. To disable Turbo 
fan speed and back to previous fan speed, press the Turbo key once again. If user presses the FAN 
button or QUIET button or turn off the unit, the turbo speed will be disabled. This speed is only valid 
during COOL and HEAT mode for selected models.

1.3 Automatic air swing
Press the SWING  button to activate the automatic air swing function.
 To distribute the air to a specific direction, press the SWING  button and wait until the louver 
move to the desired direction and press the button once again.

 Swing mode selection method (for cassette E model)
 Press SWING ( ) button for 4 seconds to enter field setting mode. While in field setting mode, it 
will only show SWING MODE ( ).
 Press temperature  and  button to select SWING MODE ( ) rotation from Swing Mode 1 to 
Swing Mode 3.
There are 3 different SWING MODE, which are:

Swing mode 1 Swing mode 2 Swing mode 3
SWING MODE will not activate unless SWING is activated. 
Swing is indicated by the logo: 
 If no mode changes within 4 seconds, unit will operate according to the selected SWING MODE ( ).

1.4 QUIET Fan Speed
 Press the QUIET key once to activate Quiet fan speed. QUIET symbol will be shown. To disable Quiet 
fan speed and back to previous fan speed, press the QUIET key again. If user presses the FAN button 
or TURBO button or turn off the unit, the quiet speed will be disabled. This speed is only valid during 
COOL and HEAT mode for selected models.

1.5 “ ” or “ ” Set Temperature Button 
 Press the temperature button and set the temperature of your choice by pressing “ ” or “ ” button 
once, temperature changes by 1°C or 1°F. The default temperature setting range is from 16°C to 30°C 
(60°F to 86°F). When the Option 20 - 30ºC is set, the temperature range limit is set to 20ºC to 30ºC 
(68°F to 86°F). Pressing both keys simultaneously will toggle the temperature setting between ºC 
and ºF. No temperature setting is allowed during FAN mode (No set temp display). There is no room 
temperature display.

1.6 SLEEP Function
 Press the SLEEP button to activate the sleep mode. SLEEP function is not available in DRY mode 
and FAN mode.

1.7 “ON TIMER” and “OFF TIMER”
 The unit has 2-event timer, namely Timer 1 and Timer 2, each event has an ON TIMER and an OFF 
TIMER. The key press activity for Timer ON and Timer OFF is shown on Table 1.1

•
•

•

•

•

•
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” gomb 
megnyomásával, amivel a hőmérséklet 1°C vagy 1°F értékkel változik. Az alapértelmezett hőmérséklet 
beállítási tartomány 16°C és 30°C (60°F - 86°F) között van. Ha a 20 - 30°C opciót választja, a hőmérséklet 
korlát 20°C és 30°C (68°F - 86°F) között lesz. A két gomb egyszerre történő megnyomásával válthat a °C 
és ºF értékek között. FAN (VENTILÁTOR) üzemmódban a hőmérséklet nem állítható (nincs hőmérséklet 
beállítás kijelző). Nincs szobahőmérséklet kijelző.

1.6	 SLEEP (ALVÓ) funkció
	 Az alvó üzemmód bekapcsolásához nyomja meg a SLEEP (ALVÓ) gombot. Az SLEEP (ALVÓ) funkció nem 

elérhető DRY (SZÁRÍTÁS) és FAN (VENTILÁTOR) üzemmódban.

1.7	 “TIMER ON” (BEKAPCSOLÁS IDŐZÍTŐ) és “TIMER OFF” (KIKAPCSOLÁS IDŐZÍTŐ)
	 Az egység 2 időzítő beállítással rendelkezik, az 1. és 2. beállítás, mindenik BEKAPCSOLÁS és KIKAPCSOLÁS 

IDŐZÍTŐVEL rendelkezik. A Bekapcsolás és Kikapcsolás időzítő gombok használata az 1.1 táblázatban 
látható.
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1.1 táblázat: Időzítő BE és időzítő KI

TIMER ON (IDŐZÍTŐ BE) GOMB TIMER OFF (IDŐZÍTŐ KI) GOMB

1. időzítő BE 2. időzítő BE 1. időzítő KI 2. időzítő KI

Kikapcsolva Kikapcsolva Kikapcsolva Kikapcsolva

Bekapcsolva Kikapcsolva Bekapcsolva Kikapcsolva

Kikapcsolva Bekapcsolva Kikapcsolva Bekapcsolva

Az időzítők adott feltétel esetén kapcsolnak be és a BE/KI gombbal valamint Felülírás funkcióval 
felülírhatók.

1. és 2. időzítő beállítása
Az Időzítő BE és Időzítő KI beállításának folyamata megegyezik.
1.	 Az időzítő beállítási módba lépéshez nyomja meg és tartsa lenyomva 3 másodpercig az  

Időzítő BE/KI gombot. 
(Villogni kezd az 1. BE vagy 1. KI ikon)

2.	 Az 1. vagy 2. időzítő kiválasztásához nyomja meg a FEL vagy LE gombot. 
(Az ‘1’ villogása jelzi az 1. időzítő, a ‘2’ villogása a 2. időzítő kiválasztását)

3.	 A megerősítéshez nyomja meg újra az Időzítő BE/KI gombot. (A nap jelzése villog)
4.	 A nap kiválasztásához nyomja meg a FEL vagy LE gombot.
5.	 A nap megerősítéséhez nyomja meg újra az Időzítő BE/KI gombot. (Az óra kijelzése villog)
6.	 Az óra módosításához nyomja meg a FEL vagy LE gombot.
7.	 Az óra megerősítéséhez nyomja meg újra az Időzítő BE/KI gombot. (A perc kijelzése villog)
8.	 A perc módosításához nyomja meg a FEL vagy LE gombot.
9.	 A perc megerősítéséhez nyomja meg újra az Időzítő BE/KI gombot.

Az időzítések (1. és 2. Időzítő BE vagy 1. és 2. Időzítő KI) csak a 7 lépés elvégzése után lépnek érvénybe, 
ha a beállítás során 5 másodpercig nem végez műveletet az egység automatikusan kilép az időzítési 
módból és a módosítás érvényét veszti.

A BE/KI időzítőt 1 percenként ellenőrzi.

Nem ajánlott a KIKAPCSOLÁS és BEKAPCSOLÁS IDŐZÍTŐKET ugyanazon értékre állítani. Ha ez előfordul, 
az érvényes időzítőt az 1.2 táblázatban leírt prioritás szerint állítja be.

Példa:
1. ID. BE beállítás: NAP – KEDD, IDŐZÍTŐ – 5.00d.e
1. ID. KI beállítás: NAP – KEDD, IDŐZÍTŐ – 5.00d.e
Az eredmény, amelyet az egység kedden reggel 5.00 órakor érvényesít:
	 - ha az egység be van kapcsolva, nincs módosítás.
	 - ha az egység ki van kapcsolva, bekapcsol.

1.2 táblázat: Időzítők érvényessége

Prioritás Időzítő

1 (legmagasabb) ONTMR 2

2 OFFTMR 2

3 ONTMR 1

4 (legalacsonyabb) OFFTMR 1

Az IR jel vételekor az IR vezeték nélküli távszabályzó felülírja az 2. ID. BE és 2. ID. KI beállításait.
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1.8	 KÉSLELTETÉS IDŐZÍTŐ funció
	 A DELAY TIMER (KÉSLELTETÉS IDŐZÍTŐ) egyszeri megnyomásával a késleltetés időzítést 1 órára bekapcsolja. 

Az LCD kijelzőn az “OVERRIDE” kijelzés látható. A gomb másodszori megnyomásával a beállítást 2 órára 
növeli. Az “OVERRIDE” kijelzés látható. Egy újabb megnyomással kikapcsolja a késleltetés funkciót. A 
késleltetés időzítés befejezése után a késleltetés időzítő funkció és a logo KIKAPCSOL. Minden időzítő 
visszatér a meglévő beállításra.

1.9	 VENTILÁTOR sebesség funkció
	 A ventilátor sebessége a FAN (VENTILÁTOR) gomb megnyomásával módosítható:
		  Alacsony > közepes > magas > auto >
		  *A FAN (VENTILÁTOR) sebesség DRY (SZÁRÍTÁS) módban nem elérhető.

1.10	 BE/KI gomb
	 Elindítási művelet: 

- Nyomja meg az ON/OFF (BE/KI) gombot, az LCD kijelző és a készülék bekapcsol.
	 Leállítási művelet:
	 - Nyomja meg az ON/OFF (BE/KI) gombot, az LCD kijelző átvált az idő jelzésére és az egység kikapcsol.

1.11	 Bekapcsolási beállítások
	 Az egység a fő képernyő utolsó beállításai szerint indul el. Ha az utolsó beállítások adatai nem elérhetők, 

az egység az alapértelmezett beállításokat használja. Az alapértelmezett beállítások a következők:
	 Egység:	 Ki
	 Üzemmód:	 Hűtés
	 Ventilátorsebesség:	 Magas
	 RTC:	 12:00D.E, HÉTFŐ
	 Swing:	 Ki
	 Swing mód:	 Standard
	 Időzítők:	 Kikapcsolva
	 Turbó:	 Kikapcsolva
	 Csendes:	 Ki
	 Alvó:	 Ki
	 Felülír:	 Kikapcsolva

1.12	 Valós idő (RTC) kijelző
	 A valós idő a kijelzőn látható a készülék KI vagy BE kapcsolt állapotában, kivéve ha nincs áram alatt, vagy 

hibakódot jelenít meg.
	 A valós idő beállítása

1.	 A valós idő beállítási mód bekapcsolásához nyomja meg az RTC gombot. (A nap jelzése villog)
2.	 A nap kiválasztásához nyomja meg a FEL vagy LE gombot.
3.	 A nap megerősítéséhez nyomja meg az RTC gombot újra. (Az óra kijelzése villog)
4.	 Az óra módosításához nyomja meg a FEL vagy LE gombot.
5.	 Az óra megerősítéséhez nyomja meg az RTC gombot újra. (A perc kijelzése villog)
6.	 A perc módosításához nyomja meg a FEL vagy LE gombot.
7.	 A perc megerősítéséhez nyomja meg az RTC gombot újra.
Az RTC csak a 7 lépés elvégzésével állítható be, ha az RTC beállítása után 5 másodpercig nem végez 
műveletet, az egység automatikusan kilép a beállítási módból és a módosítás érvényét veszti.

1.13	 Billentyűzár
	 A billentyűzárral letilthatja a beállítások módosítását. A TURBO (TURBÓ) és QUIET (CSENDES) gombokat 

5 másodpercig lenyomva bekapcsolja/kikapcsolja a billentyűzár funkciót; a “KEYLOCK” felirat jelenik 
meg/tűnik el az LCD kijelzőn. A billentyűk lezárása után csak a ON/OFF (BE/KI), TURBO (TURBÓ) és QUIET 
(CSENDES) (a zár feloldásához) gombok használhatók.
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1.14	 Tartalék elem
	 A tartalék elem a valós idő és a 7 napos programozható beállítások megőrzésére szolgál 

az áram megszakadásakor minimum 1 hónapos időtartamig minden új elemkészlet 
esetén. A tartalék elem nélküli egységeknél az alapértelmezett beállítás hétfő délelőtt 
12:00 és az időzítő bekapcsoláskor nullázódik.

1.15	 Hibakijelzés
	 Ha a készülék rendellenes állapotot észlel, hibakódot jelenít meg. Egy hibakód jelenik 

meg az RTC kijelzőn (villog), ami azt jelenti, hogy ha hibakód kijelzés van, a kijelzőn a valós 
idő helyett a hibakód látható. A hibakód formátuma a következő:

	
DX hibakód

Hiba leírása
Szobaérzékelő szakadás vagy rövidzárlat E1
Belső egység érzékelő szakadás E2
Kültéri egység érzékelő szakadás E3
Kompresszor túlterhelés/beltéri egység érzékelő rövidzárlat/kültéri egység érzékelő rövidzárlat E4 E4
Gázszivárgás E5
Vízszivattyú hiba E6
Kültéri egység érzékelővel (MS modell) E7
Hardverhiba (érintőkapcsoló rövidzárlat) E8
Beltéri ventilátor visszajelzés hiba E9
EEPROM hiba EE

CW hibakód
Hiba leírása

Szobaérzékelő szakadás vagy rövidzárlat E1
Cső vízérzékelő szakadás vagy rövidzárlat E2
Nem megfelelő cső vízhőmérséklet E4
Hibás cső víz hőmérséklet E5
Vízszivattyú hiba E6
Hardverhiba (érintőkapcsoló rövidzárlat) E8
Beltéri ventilátor visszajelzés hiba E9

Hibadiagnosztika (csak inverteres egységeknél)
Ha rendellenes állapotot észlel, a vezetékes ARCWB szabályzó villogással jelzi a hibakódot

HIBAKÓD Jelentés

00 NORMÁL
A1 BELTÉRI PCB HIBA
A3 LEERESZTŐ SZIVATTYÚ HIBA
A5 FAGYÁSGÁTLÓ (HŰTÉS)/HŐCSERÉLŐ TÚLMELEGEDÉS (FŰTÉS)
A6 BELTÉRI VENTILÁTORMOTOR HIBA
AH ELEKTROMOS LÉGTISZTÍTŐ HIBA
C4 BELTÉRI HŐCSERÉLŐ (1) TERMISZTOR RÖVIDZÁRLAT/SZAKADÁS
C5 BELTÉRI HŐCSERÉLŐ (2) TERMISZTOR RÖVIDZÁRLAT/SZAKADÁS
C7 LAMELLAVÁLTÁS HIBA
C9 BELTÉRI SZOBATERMISZTOR RÖVIDZÁRLAT/SZAKADÁS
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HIBAKÓD Jelentés

E1 KÜLTÉRI PCB HIBA
E3 MAGAS NYOMÁS VÉDELEM
E4 ALACSONY NYOMÁS VÉDELEM
E5 KOMPRESSZORMOTOR LEÁLLT/KOMPRESSZOR TÚLTERHELVE
E6 KOMPRESSZOR INDÍTÁSI HIBA
E7 KÜLTÉRI DC VENTILÁTORMOTOR LEÁLLT
E8 AC BEMENET TÚLFESZÜLTSÉG
E9 EXV HIBA
EA 4-IRÁNYÚ SZELEP HIBA
F3 KINYOMÓCSŐ TÚLMELEGEDÉS
F6 HŐCSERÉLŐ TÚLMELEGEDÉS
HO KOMPRESSZOR ÉRZÉKELŐRENDSZER HIBA
H3 MAGAS NYOMÁS KAPCSOLÓ HIBA
H6 KOMPRESSZOR VISSZAJELZÉS-ÉRZÉKELÉSI HIBA
H7 VENTILÁTORMOTOR TÚLTERHELVE/TÚLFESZÜLTSÉG/ÉRZÉKELŐ HIBA
H8 AC FESZÜLTSÉGÉRZÉKELŐ HIBA
H9 A KÜLTÉRI LÉGTERMISZTORBAN RÖVIDZÁRLAT/SZAKADÁS VAN
J1 NYOMÁSÉRZÉKELŐ HIBA
J3 KOMPRESSZOR KINYOMÓCSŐ TERMISZTOR RÖVIDZÁRLAT/SZAKADÁS/HIBÁS ELHELYEZÉS
J5 BESZÍVÓCSŐ TERMISZTOR RÖVIDZÁRLAT/SZAKADÁS
J6 A KÜLTÉRI HŐCSERÉLŐ TERMISZTORBAN RÖVIDZÁRLAT/SZAKADÁS VAN
J7 A KIEGÉSZÍTŐ HŐCSERÉLŐ TERMISZTORBAN RÖVIDZÁRLAT/SZAKADÁS VAN
J8 FOLYADÉKCSŐ TERMISZTOR RÖVIDZÁRLAT/SZAKADÁS
J9 GÁZCSŐ TERMISZTOR RÖVIDZÁRLAT/SZAKADÁS
L1 KÜLTÉRI PCB INVERTER HIBA
L3 KÜLTÉRI VEZÉRLŐDOBOZ TÚLMELEGEDÉS
L4 HŐELNYELŐ TÚLMELEGEDÉS
L5 IPM HIBA/IGBT HIBA
L8 INVERTER KOMPRESSZOR TÚLFESZÜLTSÉG
L9 KOMPRESSZOR TÚLTERHELÉS VÉDELEM
LC KOMMUNIKÁCIÓS HIBA (KÜLTÉRI SZABÁLYZÓ PCB ÉS INVERTER PCB)
P1 NYITOTT FÁZIS VAGY FESZÜLTSÉGINGADOZÁS
P4 HŐELNYELŐ TERMISZTOR RÖVIDZÁRLAT/SZAKADÁS
PJ KAPACITÁSBEÁLLÍTÁSI HIBA
U0 NINCS ELEGENDŐ GÁZ
U2 A DC FESZÜLTSÉG TARTOMÁNYON KÍVÜL VAN
U4 KOMMUNIKÁCIÓS HIBA
U7 KOMMUNIKÁCIÓS HIBA (KÜLTÉRI SZABÁLYZÓ PCB ÉS IPM PCB)
UA BESZERELÉSI HIBA
UF CSŐ ÉS VEZETÉK BESZERELÉSI HIBA/HIBÁS VEZETÉKEK/NINCS ELEGENDŐ GÁZ
UH FAGYÁSGÁTLÓ (MÁS SZOBÁK)
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2.0	 HARDVER BEÁLLÍTÁS
	 Az egység a fő funkciók szabályozásához 2 áthidaló opcióval rendelkezik.
	 2.0 táblázat: A hardver beállítások összefoglalása

OPCIÓ Áthidalóval Áthidaló nélkül
Beáll. hőm. 
tartomány Beáll. hőm. tartomány 20°C – 30°C Beáll. hőm. tartomány 16°C – 30°C 

(alapértelmezett)

TURBO_QUIET A turbó és a csendes ventilátorműködés 
kikapcsolása (alapértelmezett)

A turbó és a csendes ventilátorműködés 
bekapcsolása

	
	 * Csak a beépített Turbó és Csendes üzemmóddal rendelkező modellekre vonatkozik.

3.0	 BESZERELÉS

3.1	 Kiegészítők
Az útmutatóhoz a következő kiegészítők tartoznak. Ha bármely kiegészítő hiányzik, forduljon azonnal a kereskedőhöz.

1.	 Távszabályzó
2.	 Facsavar (2 darab) és gépcsavar (2 darab)
3.	 Használati útmutató
4.	 Elemek

1.11	 Lépésenkénti útmutató
I.	 Először a szabályzó tetején található kapcsot, majd az alsó kapcsot nyissa ki. Vegye le a szabályzó felső 

dobozát az alsóról.
II.	 Rögzítse az alsó dobozt a falra a 2 csavarral. Majd helyezze be a csatlakozóvezetéket a nyíláson keresztül a 

felső középső dobozba az ábra szerint.
III.	 Helyezze vissza az alsó kapcsot, majd pattintsa a helyére a felső dobozt.

6

2.0 HARDWARE SETTING
The unit has 2 jumpers option to control the board function.

Table 2.0: Summary of Hardware Settings

OPTION With Jumper Without Jumper

Set Temp. Range Set temp. range from 20°C – 30°C Set temp. range from 16°C – 30°C
(Default)

TURBO_QUIET Disable turbo and quiet fan speed
(Default) Enable turbo and quiet fan speed

* Only applicable to model with built in Turbo or Quiet features.

3.0 INSTALLATION

3.1 Accessories
 The following accessories are included together with this manual. If any part is missing, contact your 
dealer immediately.

Remote controller
Wooden screw (2 pieces) & machine screw (2 pieces)
Instruction manual
Battery

3.2 Step-by-step guide
 Open the clip on the top of the controller first follow by the bottom clip. Remove the top case of 
the controller from the bottom case.
 Fix the bottom case to the wall with the 2 screw provided. Then insert the connection wire through 
the slot on the upper center case as shown.
Insert back the bottom clip first then snap the upper part shut.

MODE

TURBO

SWING

QUIET
DELAY TIMER TIMER

TIMER

SLEEP

FAN

ON / OFF

LCD Remote 
(Top case)

Connection 
wires

2 x Wooden 
screw LCD Remote 

(Bottom case)

1.
2.
3.
4.

I.

II.

III.
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LCD távszabályzó 
(felső doboz)

Csatlakozóvezetékek

LCD távszabályzó 
(alsó doboz)

2 db. facsavar
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In the event that there is any confl ict in the interpretation of this manual and any translation of 
the same in any language, the English version of this manual shall prevail.

The manufacturer reserves the right to revise any of the specifi cation and design contain herein 
at any time without prior notifi cation.

En cas de désaccord sur l’interprétation de ce manuel ou une de ses traductions, la version 
anglaise fera autorité.

Le fabriquant se réserve le droit de modifi er à tout moment et sans préavis la conception et les 
caractéristiques techniques des appareils présentés dans ce manuel.

Im Falle einer widersprüchlichen Auslegung der vorliegenden Anleitung bzw. einer ihrer 
Übersetzungen gilt die Ausführung in Englisch.

Änderungen von Design und technischen Merkmalen der in dieser Anleitung beschriebenen 
Geräte bleiben dem Hersteller jederzeit vorbehalten.

In het geval dat een versie van deze handleiding in vertaling anders kan worden geïnterpreteerd 
dan de Engelse versie, geldt de Engelse versie.

De fabrikant behoudt zich het recht voor specifi caties en ontwerpkenmerken die in dezes worden 
vermeld, te allen tijde te herzien zonder voorafgaande kennisgeving.

En caso de confl icto en la interpretación de este manual, y en su traducción a cualquier idioma, 
prevalecerá la versión inglesa.

El fabricante se reserva el derecho a modifi car cualquiera de las especifi caciones y diseños 
contenidos en el presente manual en cualquier momento y sin notifi cación previa.

В случае противоречия перевода данного руководства с другими переводами одного и 
того же текста, английский вариант рассматривается как приоритетный. 

Завод-изготовитель оставляет за собой право изменять характеристики и конструкцию 
в любое время без предварительного уведомления.

Bu k›lavuzun anlafl›lmas›nda bir çat›flma oldu¤unda ve farkl› dillerdeki tercümeler farkl›l›k 
gösterdi¤inde, bu k›lavuzun ‹ngilizce sürümü üstün tutulacakt›r.

Üretici burada bulunan herhangi teknik özellikleri ve tasar›mlar› herhangi bir zamanda ve 
önceden haber vermeden de¤ifltirme hakk›n› sakl› tutar.

Σε περίπτωση διαφορών μεταξύ του εγχειριδίου αυτού και τυχόν μετάφρασής του σε οποιαδήποτε 
γλώσσα, υπερισχύει η Αγγλική έκδοση αυτού του εγχειριδίου. 

Ο κατασκευαστής διατηρεί το δικαίωμα αναθεώρησης των προδιαγραφών και σχεδίων που 
περιέχονται στο παρόν οποιαδήποτε στιγμή χωρίς προηγούμενη ειδοποίηση.

A versão em inglês do Manual prevalecerá na eventualidade de qualquer confl ito na interpretação 
deste Manual e de qualquer tradução do mesmo.

O fabricante reserva-se o direito de rever qualquer uma das especifi cações e concepção/design 
aqui contido a qualquer altura sem aviso prévio.
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•	 Abban az esetben ha eltérés tapasztalható jelen útmutató értelmezése, illetve annak bármely más 
nyelvre lefordított változata között, az útmutató angol nyelvű változata az irányadó. 

•	 A gyártó fenntartja a jogot az itt leírt specifikációk és kivitelezés előzetes értesítés nélküli 
módosítására.

N.V.Zandvoordestraat 300, B-8400 Oostende, Belgium

In the event that there is any confl ict in the interpretation of this manual and any translation of 
the same in any language, the English version of this manual shall prevail.

The manufacturer reserves the right to revise any of the specifi cation and design contain herein 
at any time without prior notifi cation.

En cas de désaccord sur l’interprétation de ce manuel ou une de ses traductions, la version 
anglaise fera autorité.

Le fabriquant se réserve le droit de modifi er à tout moment et sans préavis la conception et les 
caractéristiques techniques des appareils présentés dans ce manuel.

Im Falle einer widersprüchlichen Auslegung der vorliegenden Anleitung bzw. einer ihrer 
Übersetzungen gilt die Ausführung in Englisch.

Änderungen von Design und technischen Merkmalen der in dieser Anleitung beschriebenen 
Geräte bleiben dem Hersteller jederzeit vorbehalten.

In het geval dat een versie van deze handleiding in vertaling anders kan worden geïnterpreteerd 
dan de Engelse versie, geldt de Engelse versie.

De fabrikant behoudt zich het recht voor specifi caties en ontwerpkenmerken die in dezes worden 
vermeld, te allen tijde te herzien zonder voorafgaande kennisgeving.

En caso de confl icto en la interpretación de este manual, y en su traducción a cualquier idioma, 
prevalecerá la versión inglesa.

El fabricante se reserva el derecho a modifi car cualquiera de las especifi caciones y diseños 
contenidos en el presente manual en cualquier momento y sin notifi cación previa.

В случае противоречия перевода данного руководства с другими переводами одного и 
того же текста, английский вариант рассматривается как приоритетный. 

Завод-изготовитель оставляет за собой право изменять характеристики и конструкцию 
в любое время без предварительного уведомления.

Bu k›lavuzun anlafl›lmas›nda bir çat›flma oldu¤unda ve farkl› dillerdeki tercümeler farkl›l›k 
gösterdi¤inde, bu k›lavuzun ‹ngilizce sürümü üstün tutulacakt›r.

Üretici burada bulunan herhangi teknik özellikleri ve tasar›mlar› herhangi bir zamanda ve 
önceden haber vermeden de¤ifltirme hakk›n› sakl› tutar.

Σε περίπτωση διαφορών μεταξύ του εγχειριδίου αυτού και τυχόν μετάφρασής του σε οποιαδήποτε 
γλώσσα, υπερισχύει η Αγγλική έκδοση αυτού του εγχειριδίου. 

Ο κατασκευαστής διατηρεί το δικαίωμα αναθεώρησης των προδιαγραφών και σχεδίων που 
περιέχονται στο παρόν οποιαδήποτε στιγμή χωρίς προηγούμενη ειδοποίηση.

A versão em inglês do Manual prevalecerá na eventualidade de qualquer confl ito na interpretação 
deste Manual e de qualquer tradução do mesmo.

O fabricante reserva-se o direito de rever qualquer uma das especifi cações e concepção/design 
aqui contido a qualquer altura sem aviso prévio.
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